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STANDUP SerieS

AV 11 4210 STAND UP 4210
gas spring height adjustment, gas spring lift and elongated seat

This device enables the user to assume and maintain an upright position, 
and to move indoors assisted by a carer. Standing up is partially assisted 
by a gas strut system which ensures a sufficient push from under 
the seat to partially reduce the weight to be lifted by the user.
It features large handles to give support when standing up, as well 
as a wide tray to hold objects1. A series of adjustments facilitate 
accessibility2 and allow the aid to be adapted to the user’s 
morphological characteristics3. In particular, the  main body can 
adjust to the user’s height by means of a gas spring assisted system4.
The elongated, fixed seat is designed to help the user transfer from 
the wheelchair to the standing aid. In addition, it is possible to use 
the shaped pocket accessory code AC0048 (to be ordered separately) 
to further ease accessibility. For further information please refer to the 
presentation on general characteristics, adjustments and technical data.
Weight: 58 kg
Maximum load: 140 kg
User height: min.140 cm - max 200 cm

4) - Details of the gas spring 
control to adjust the height of the 
support structure.

2) - The sliding footplates 
move towards the user when 
transferring from the wheelchair

1) - Wide tray with shaped lateral 
grips and top recesses to hold 
objects

3) - Telescopic tray adjustment 
system (height adjustment)
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ACCESSORIES 

AC0047 
FOOT STRAP
to stabilize the feet position

AC0014
LEG STRAP
to stabilize the legs

AC0044
BACK STRAP M
to restrain the trunk

 

AC0046
PADDING FOR LONG SEAT
for greater comfort

AC0048
POCKET FOR LONG SEAT
helps transfer from the wheelchair  

DESCRIPTION STAND UP SERIES 
Servo-assisted lift gas 

Structure height adjustment gas 

Parking brake on all 4 castors

Frame height from ground 31 mm

TECHNICAL DATA

The elongated seat is inserted into the shaped pocket 
located under the anti-decubitus cushion so that the user 
doesn’t have to transfer from the wheelchair to the seat.
It may be advisable that the user is watched or assisted by 
a carer if they are not strong enough to insert the seat into 
the shaped pocket.

FITTING THE “SHAPED POCKET” ACCESSORY
To further ease accessibility.

1 32

Lift lever control 
with gas spring 

PARTIALLY ASSISTED STANDING UP

The gas strut provides the seat with a push equal 
to about 30 kg. The user can suspend the movement 
towards the upright position at any time, as the 
mechanism will stop and support the user in the position 
reached. The two ergonomic lever controls located 
on one of the handles and under the tray allow 
the user to unlock the strut and start the descent,  
under the  weight of the patient, but is still slow 
and controlled.
The position of these controls can be modified. 

“An important advantage offered by this standing frame 

compared to similar ones is the sense of accomplishment 

felt by users as they can use it unaided. This feeling is 

obviously not experienced with motorized lift models or 

when the carer provides significant help.”

Excerpt from a medical report - April 2006
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